XECUTERS CE INSTALLATION TUTORIAL (v1.0-v1.6)

Foreword

This tutorial is written with noobs in mind (thatet a flame, everyone’s been one at one pointjyeo
tried to cover every aspect of installing a modg¢htps reducing the risk that the forums are flabaéh
the same questions over and over again.

| must add that the wire install is not coveredhis tutorial for various reasons. One being thi#é
author, tehsoul), have never done one, anotheitthatmply easier and faster to do a pinheader
installation.

On another note; if you have an old v1.0 Xbox, likely that your LPC holes are filled with soldend
need to be desoldered in order to perform a pirdreadtallation. Because | have no experienceifm th
field, I'll just add a quote from the original iradfation tutorial over at
http://www.teamxecuter.com/x3/tutorials/x3pin101fmh

! " #
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Although installs in v1.6 boxes differ from instalh previous xbox models, both are covered.

v1.6 users should follow the whole tutorial, wiolders (with v1.0 through v1.5) should ignore theas
in grey backgrounds.

Experienced users can also skip the opening upattithg back together chapters, since that’s pretty
straightforward for people who’ve done this before.

| really hope there’s people who are helped with thtorial.

May your quest as Xbox-modder/gamer/pirate (eacklr-upper!) be joyous and succesful

| know mine has been so far (thanks to teamx amacxio/)

If you have any questions about my tutorial, waradd something, or want my paypal to donate random
amounts of money, you may send me a private messatiee Team Xecuter forums, located at
http://www.teamxecuter.com/forums/

Should you ever encounter any problems duringrib&llation, regarding issues you can'’t find in the
tutorial, take a look at the forums. Use the seardton FIRST, and THEN make a new thread about
your problem, if you were unable to find an ansaféer a thorough search. Alternatively, you can fop
at #teamxecuter on efnet (irc), but the forums inigha better idea.

Good luck!
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XECUTERS CE INSTALLATION TUTORIAL (v1.0-v1.6)

1. Installation Checklist

Before you storm into your xbox like a raging buallmating season, make sure that you got everything
you need at your disposal. If this is your firsdéi modding an xbox, take a seat at a spacious table
organize everything on it, and check if you havetthe following:

Xecuter3 CE Modchip
Xecuter3 Front Switch
Reset/Eject Adaptor
Reset/Eject Cable

Alt. 5V Connector (v1.6 install only)

olhwnNpE

Switch Connector
DO/LAN/HDD wire
Pinheader

© N

11.1.6 Rebuild PCB (v1.6 install only)

12.XBOX (not shown)

13.Soldering iron (max. 30Watt, with small sharp @maller equals more control!)
14.Solder (resin core recommended, and the thinnebétter)

15. Flux (optional)

16.Torx 10 + Torx 20 screwdrivers

17.Electrical Tape

Note: parts 2 and 7 are only needed if you wanis® the external X3 Switch, which is not mandatory
(contrary to what other chip manufacturers have pelieve)
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XECUTERS CE INSTALLATION TUTORIAL (v1.0-v1.6)

2. Opening up + disassembling your XBOX
Turn over your xbox.

You'll see 4 protective feet, one in each cornethefbottom surface. Pry them off using a small
knife. Careful though! Them little wankers can juofppretty far if you don’t watch out! Hold down
one side of the foot while lifting the other sidewith the small knife. Once it’s lifted far enoygh
grab it with two fingers and just pull it. Repeatilyou’ve done all 4 of them and give them to mom
for safe keeping.

Next up is uncovering two ‘hidden’ screws. Onehis silvery shiny one, the other one has your xbox’s
serial number and barcode on it. Sure, you COULDtpam off in one fluid motion to expose the
screwhole underneath. However, if you're a caralfiéke me, try the following method;

Rub over the silver sticker with your pointing fergapplying a bit of pressure. You should be &ble
feel where the screwhole exactly is. When you rehaharea, push it somewhat harder. When you
lift your finger afterwards, you'll see a round inmg in the sticker. Now go to dad’s workplace and
get yourself a little Stanley knifgou know, one of them small, sharp fuckeZsit around the little
imprint you made in the sticker, et voila! Yourx20 screw is exposed while still enjoying the
illusion of an original xbox WITH shiny silver sker! YAY!

Now, apply the same method on the sticker with ysmsral number and barcode on it to uncover the
second hidden screw.

Unscrew the 6 screws, and the result of your hamkso far should look like this:
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XECUTERS CE INSTALLATION TUTORIAL (v1.0-v1.6)

Take out all the screws.
(give these to mom for safekeeping as well)

Turn over your xbox again, the power/reset
buttons and DVD-Rom drive faced towards
yourself.

Grab your box from the side and gently lift the
top off (see picture on the right)

On the left you should see your DVD-Rom
drive, on the right your harddrive.

Unplug the yellow power connector to the
DVD-Rom drive.

(a good tactic is to ‘wiggle’ them out, instead
of plain pulling it)

Do the same for your harddrive powercable.

Unplug your two IDE connectors.
(the flat grey cable)

The powercable to the harddrive you pulled
out in the previous step is wired through a
plastic gutter. Wriggle it out of there.

Unscrew screws 1, 2 and 3.
(as shown on the picture to the right)

Take out the harddrive enclosure.
(youdid wriggle out the powercable, yes?)

Take out the DVD-Rom enclosure.
(youmustdo thisafter you've taken out the
harddisk)
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XECUTERS CE INSTALLATION TUTORIAL (v1.0-v1.6)

. Fan powercable

. DVD-Rom powercable

. IDE cable connection

. Controllerport 1+2 connection
. Main power cable

. Reset/Eject cable

. Controllerport 3+4 connection

~NOoO oA~ WNE

Unplug all these connectors and
Put all of them out of the way

(use caution! The main power cable

might be bitchy to pull out, but keep it
gentle.btw this goes for all connectors!)

Remove the screws highlighted with arrows in tletyse shown

(Picture courtesy of TeamXecuter's X3 v1.6 installaguide. Non v1.6 boxes may differ slightly)

Put the screws somewhere safe, and GENTLY lifth@pnhotherboard from the case.
There may be some tilting involved, especially athe back area of the box.
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XECUTERS CE INSTALLATION TUTORIAL (v1.0-v1.6)

3. Soldering the pinheader + DO/HDD/LAN to your mot  herboard

Align the pinheader in the same manner as thepietire (longest side of the pins up);

Note:The pinheader as shown in the picture aboverigl.6.
Non-v1.6 users, don’t panic, yours is supposedate@tan extra pin.
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XECUTERS CE INSTALLATION TUTORIAL (v1.0-v1.6)

Before you continue, take time to double check #tlagour pins have the same length. If this ishé&
case, some pins might have bad connections to tiieemiboard. Tape up the pinheader with the eledtric
tape (umber 17 on the parts l)st

Okay, it's showtime baby. Plug in that solderingniand let it heat up for a few minutes. Put onesom
chilly ambient music. Drink some tea. Smoke a @ge(if you don’t smoke this might be a good time to
pick that up).

If you are an inexperienced soldefsrthat spelled right?)you might want to review the next few points.

A PCB (Printed Circuit Board, like your Xbox's methoard) is a delicate piece of technology.
Like humans, it doesn’t do well with high temperatifor very long times, therefore, my
personal guideline i©DON't leave your soldering iron on for any longer hen 2-3 seconddf
you neglect to follow this simple rule, you're balto screw up. You’'ll burn your motherboard,
lift a trace, whatever. Believe me, you DON'T wamiearn this the hard way.

You don’t want to be touched with filthy hands,ther does your electronical equipment. Make
sure your soldering iron tip is always cleasd a damp cloth to cleanse regularly

Your solder joints should be shiny and clean

Your soldering iron is supposed to touch the makethat need to be soldered, not the solder
itself. You heat up both materials, and add softterch to them, NEVER directly to the iron.
Soldering joints are not “blobs” of metal. They slibbe metallic joints between 2 metallic
materials; no more, no less. Make sure you dordttad much solder; you can always add some
later if needed, removingl€-soldering is a lot trickier.

Make sure both your arms have enough support, gait dant to be shaking all over the place.
Readhttp://www.epemag.com/solderfaqg/pictures.htm

Mkay. A little less conversation, a little moreiaat Flip over your xbox motherboard (make sure you
taped your pinheader firmly, so the pins show thdidength)
Dive right on in!

There’s a small silver ring around each of youhpider’s pins. Put your soldering iron in a 45degre
angle between the pin and the small little ringi¢tuing both). A moment afterwards, add solder & th
opposite side, to the silver ring/pin. You'll séat it flows on quite easily on, eh? (and remenideat
we learned! Don’t add too much solder, especi&jypu need to use the v1.6 rebuild PCB afterwards)
You'll get the grip of this very soon. After twors, you should have the hang of it.

Use the next picture as a visual aid:

If you've completed all the pins (Please, make sangve soldered them all. Visually inspect alltbé
soldering joints), it's time for the next step. @lsers, you'll have some extra work (yeah yeah, bo
fucking hoo), non v1.6 users, you can skip the aesé&(with grey background)

PAGE 7/18
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ONLY FOR v1.6 XBOXES —v1.6 LPC REBUILD USING THE REBUILD PCB

It's time for the oh-so-feared, but actually ohessy Ipc rebuild, using the 1.6 rebuild PCB (nunider
on the parts list mentioned in chapter 1). presgrtiat you just soldered all the pins, let's mone o
take your rebuild pcb and put it over your pingiati didnt add solder to the pins like a maniaej yo
should experience no problems with this.

Okay. Now it's time to solder the pcb onto yourtmader (6 solderpoints)...

Take a look at this drawing:

Normally, it should be possible to just put thedeoing iron in between for a second, and both prts
solder should flow together. if needed, apg@little amount of solder.

Now it’s time to_solder the rebuild pcb to the mathoard.. (5 solderpoints; 4 for the rebuild, 1 for dO)
Alright, i cant stress this enough people: dontéegour soldering iron on your motherboard poiwots f
long periods of time (2-3 seconds MAX). Ywill screw up if you dont follow this simple rule.

Again, a picture says more then a thousand words...

put your soldering iron in a 45degree angle betwberpcb and the to-be-soldered point on the
motherboard. once the solder on the pcb startsngeltou should add a small amount of solder to the
solder on the pcb; it will flow right onto the selghoint on your motherboard, and you're done

Last but not least, soldering the DO wire onto y@louild PCB.. Seriously people, some of you really
would be great candidates for the Darwin AwardseWou look at the rebuild pcb, what is the thing
that stands out the most? In my opinion, it's th& Bolderpad, with in BIG letters printed nextto i

“D0”. Nevertheless, the same question just keeppipg up on the forums, and the answer is YES, o
course you need to solder your gray DO wire on frauenber 8 on the parts list).

Please take your time reviewing all the soldergintaking sure you did them all. At the time of fingt
X3 installation, i spent 3 hours cursing, resoldgmpins and mobo connections, to find out thatgdbd
one stupid solderpoint fphe red one in the top right corner)
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Upon completion, your rebuild pcb should look likes:

Note: Pin 9 and pin 15 are soldered to the PCB el this is to ensure that you get 3.3V to your X3
Don’t pay too much attention to this, just makeeshiey're soldered
(it's the one in between of the blue and greerasgjiand the one 3 pins to the left of it)

Moving right along. We got three more solderingmqeito go; the wires from the DO/HDD/LAN adapter.
v1.6 users: good news this time, you can skip tgBint soldering, since you’ve done that in the Ip
rebuild already.

V1.6 USERS CAN SKIP THE NEXT PARAGRAPH

In order to solder the DO point, make sure whictsi® of xbox you have
(checkhttp://www.x-scene.com/versions.ghp

Once you figured that out, check the big picturghle@next page to see where you should solder6ur
wire (the grey one).

V1.6 USERS: START READING AGAIN HERE

Next up, two very easy solderpoints; the wirestlier LAN and HDD led

Check the pic on the next page for the correctgutant, this is the same for all Xboxes, includiagsv
(these two points are not really needed if gon’t use an external switch, but you might as wellhsbont
anyway... it's very hard to screw this up, and wkediloose wires hanging around in their case)
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We’'re almost done here.

One last recommended thing is to tape up the DOMEHAND wires
up along the side of the Xbox motherboard, jusgiemeral safety

Take a deep breath and continue to the next page!
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4. Doing some minor adjustments

Don’t worry, if you've reached this point (and dagléthe previous instructions correctly), you'lenast
done! From this point on, everything is pretty sfidéforward.

Flip over the xbox motherboard.

Now put your motherboard back in the case.
Screw all the motherboard screws bacKtopefully you won’t have to remove them again)
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Next: installing the Power/Eject No Solder adagdumber 3 on the parts list)

1.Unplug the yellowfbrown in some 1.6b boxesable that to the Xbox's Power/Eject buttons.
2. Plug in the Power/Eject No Solder Adapter

3. Remove the backing tape and fix to the Xbox dsass

4. Plug the Yellow cable into the adapter

5. Plug in the X3 Power/Eject cable (Item 4 on phsty

6. Connect the X3 Power/Eject cable to the X3 astithted

(picture will be replaced with new pics of the X3i@stallation in next manual revision)
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Now it’s time to bring in theHoly grail’, the “big kahund, the
“mothership; the X3CE modchip.

Put it with the pinheader connector to the bottand align so that the side
saying ‘Red: Unprotect / Green: Protect’ faceskthek of your xboxXwhere
your powercable is)

First thing on our todo list is to connect the DAN/HDD adapter to the
chip (the three wires coming from the underside of yoaotherboard; red,
green and grey)

Also check that the hardware flashprotection igsét to Unprotegt

This is to ensure that you'll be able to flash ybias with a new one

Use the picture to the right as a visual referdacghis

(if you don’t know what I'm talking about, it's damed in the last chapter)
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Get your screwdriver (torx10) out again, we’re gpia fit the external X3 switch
(if you chose to use it, of course, if not, you c&ip this page)

1. Unscrew 2 Torx 10 screws
from the gamepad port1+2.

2. Take care in removing from
the Xbox chassis

3. This is the gap where we are
going to thread the switch cable

4. Take your time in thread the
cable - do one socket at a time
it can be a little fiddly

5. Connect the X3 switch

6. Remove the backing paper
and stick to the Xbox as shown

7. Re-connect the gamepad port
- take care in making sure the
switch cable is sitting nice and
flat (put some electrical tape
over the wires to protect from
any damage, crushed wires
may lead to bad switch
functionality).

8. Connect to the X3CE
modchip as illustrated

(picture will be replaced with new pics of the X3i@stallation in next manual revision)
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5. Putting everything back together

A little recap so far... These are the things thausth be connected now:

DO/HDD/LAN connector
Power/Eject adaptor

X3 External switch (optional)
Alt. 5V connector (v1.6 only)

These are the things you still have to plug intfds now)

1. Fan powercable

2. DVD-Rom powercable

3. IDE cable connection

4. Controllerport 1+2 connection
5. Main power cable

7. Controllerport 3+4 connection

The following is basically reverse order of what e@ before, when we opened up and disassembled the
box

Take the DVD-Rom enclosure and put it back
into the case (might be trial and error)

Screw in screws 2 and 3
(it's easier to do screw 2 with the hdd out)

Take the harddrive enclosure and put it back
into the case, afterwards screw screw 1 back
into place.
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Take the powercable for the harddrive and
wiggle it back into the plastic gutter

Plug the yellow powercable to your DVD-
Rom drive back in place

Do the same for your harddrive powercable.

Plug your two IDE connectors back in.
(the flat grey cable)

Right above screw number 1 is small plastic
bar; put the IDE cable under there.

Take the top of your xbox and place it over
the case. Be careful! If it doesn't fit 100% the
first time, try again and again, until it fits
smoothly

Turn over your xbox

Go to the kitchen and ask mom to give you baclksthéong torx20 screws you gave her a while ago
Put them in the exposed holes, and screw themoinT@O tight)

Believe it or not. We’re done. Congratulations. Re@dthe next chapter though!
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6. Before you rush out to install applications
There’s some things you need to know about the K3(@odchip and its functionality

First of all... The boot modes

I’'m not sure if | should give you any additionaformation, since the picture is quite self-explangat
The only things you need to remember are:

SHORT PUSH: chip enabled
LONG PUSH: chip disabledfots to M$ Dash, use this for Xbox Live ugage
PUSH BOTH BUTTONS: boot to a backup Flashbios,asecyou ever screw up
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When you got the X3CE in your mailbox, it was pasfied with Flashbios. The following is a quote from
the flashbios tutorial found attp://www.teamxecuter.com/flashbidséad this for more in-detail info):

&'() # * '*

* [ * 10 $%%
% %

Bottom line, you need to flash your X3CE bios wathacked bios if you want to play backups/run
unsigned code like homebrew applications and games.

Your X3CE modchip has 2MB of main flash memory tddithe bios
(a typical X3 bios is 1MB, so you can fit two dadrthif you want).
If you use an external switch to control your bi@sks, print this out and pin it above your bed:

256k Bank
Bank 1: on on on on
Bank 2: off on on on

512k Bank
Bank 12: on on on off
Bank 34: off on on off

1MB Bank 2MB Bank
Bank 1234: on on off off Bank 12345678: off off off
(Set to this when flashing  off"

Bank 3:
Bank 4:
Bank 5:
Bank 6:
Bank 7:
Bank 8:

on off on on
off off on on
on on off on
off on off on
on off off on
off off off on

Bank 56: on off on off
Bank 78: off off on off

first time with FlashBIOS)
Bank 5678: off on off off

‘But wait’, you might think. ‘My switch has 5 dipstehes, not 4!". Correct sir! The fifth (lowest) gah
is for flash protection. If that switch is enablgdu won’t be able to flash to your bios memaory.
Pretty neat, eh? Foolproof all the way baby.

Anyway, if you succeeded at flashing the bios ¢bramend the http flashing, it's a breeze), herefaes
applications for the xbox that are definitely woldlbking at:

Xbox Media Centefor XBMC): very popular media player. Plays just about ehraryhing.
Avalaunch: Easy to use and versatile “dashbo@adincher).

Dvd2xbox: Application to backup your games to tlaedndisk drive.

XLink Kai: Tunneling software, makes you able taypkystemlink games over the web!
Any emulator: there are tons of emulators for th@Xplatform

(ranging from ancient Atari 2800, NES to MAME, Nendo64 or even Playstationl)

You can get all of these applicatioms@ tons morgon xbins.
Readhttp://www.x-scene.com/articles/xbins.pfgr an introduction to this great software reseurc

That's it.
What're you waiting for? Close this PDF and enjog wonderful world of your freshly modded xbox.

- tehsoul
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